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for	 multicore	 fiber	 Bragg	 grating	 based	 directional	
curvature	 sensor	 is	 proposed.	The	 basic	 principle	 is	 to	
transform	the	wavelength	shift	of	FBGs	into	the	reflected	
power	 variation,	 which	 is	 accomplished	 by	 utilizing	
broadband	source	with	sinusoidal	spectrum.	The	closed‐
form	 expression	 of	 the	 relationship	 between	 the	
reflected	 power	 of	 FBG	 and	 the	 corresponding	 peak	
wavelength	is	derived	for	the	first	time	to	our	knowledge,	
therefore	 the	peak	wavelength	 of	 FBG	 can	be	precisely	
interrogated	 by	 using	 single	 photodiode.	 The	
experimental	 results	 show	 that,	 with	 respect	 to	
conventional	 wavelength	 measurement	 by	 optical	









In	 recent	 years,	multicore	 fiber	 (MCF)	 featuring	more	 than	 one	
cores	 within	 a	 single	 cladding	 attracted	 great	 interest	 in	 the	
applications	such	as	high‐capacity	optical	 transmission	networks	
and	microwave	photonics	 systems	 to	 cope	with	 the	 exponential	
growth	of	data	transmission	demand	[1‐3].	In	addition,	MCFs	have	
also	 been	 given	 special	 attention	 by	 optical	 sensing	 community	
due	 to	 its	 unique	 characteristics	 of	 compactness,	 robustness	 as	




using	Bragg	 gratings	written	 in	a	 two‐core	optical	 fiber	 [9].	The	
interrogation	 scheme	 is	 based	 on	 the	 monitoring	 of	 strain	
difference	between	a	pair	of	FBGs	by	measuring	 the	wavelength	
shift.	Since	then,	this	kind	of	sensing	technique	is	extended	to	the	
two‐dimensional	 curvature	 and	 shape	 sensing	 using	
homogeneous	 or	 heterogeneous	 multicore	 fiber	 [10,11].	 Other	
interrogation	 scheme	 is	 based	 on	 a	 two‐dimensional	 far‐field	
interferogram,	 and	 the	 bend	 angle	 is	 determined	 by	 calculating	
phase	 values	 derived	 from	 Fourier	 analysis	 of	 the	 far‐field	
interferogram	 [12,13].	 Recently,	 distributed	 shape	 sensing	 using	
Brillouin	 scattering	 in	 multicore	 fibers	 has	 been	 reported,	 too	
[14,15].	The	 response	 to	 curvature	of	 the	Brillouin	 frequency	of	




moving	 of	 interferogram,	which	 resulting	 in	 the	 requirement	 of	
expensive	 measuring	 equipment,	 such	 as	 optical	 spectrum	
analyzer	(OSA),	and	complex	data	processing	algorithms.	Although	
power‐based	 FBG	 demodulation	 technique	 using	 sinusoidal	
filtering	 has	 been	 provided,	 the	 use	 of	 polarization	maintaining	
fiber	 loop	 mirror	 makes	 system	 complex	 and	 is	 sensitive	 to	
spectral	 drift	 of	 the	 sinusoidal	 filtering	 response	 [16,17].	 In	
addition,	 the	 existing	 power‐based	 FBG	 demodulation	 schemes	
need	 two	 photodetectors	 to	 realize	 the	 ratio	 detecting,	 which	
increase	the	system	complexity	and	cost.		
In	this	paper,	a	novel	FBG	wavelength	interrogation	scheme	is	
proposed.	A	detailed	 theoretical	analysis	 is	conducted	 firstly,	 the	
quantitative	relationship	between	the	reflected	power	of	FBG	and	
the	 corresponding	 peak	 wavelength	 is	 obtained.	 Then,	 the	
feasibility	and	performance	of	the	proposed	scheme	is	verified	by	
experimental	 demonstration.	 Based	 on	 this,	 the	 proposed	 FBG	
interrogation	scheme	is	extended	to	the	application	of	curvature	




The	proposed	curvature	sensing	system	 is	 shown	 in	Fig.1	 (a).	
The	entire	 system	consists	of	 a	 broadband	optical	 source	 (BBS)	










optical	 circulator	 and	 detected	 by	 PDs.	 The	 intensity	 of	 the	
reflected	signal	is	determined	by	the	center	wavelength	of	the	FBG	
and	 the	 relative	 location	 with	 respect	 to	 the	 sinusoidal	 optical	
spectrum.	When	the	MCF	is	bended	along	the	plane	of	two	FBGs,	













































Fig.1.	 	 (a)	 Schematic	 arrangement	 of	 sensor	 system,	 (b)	 Schematic	
diagram	 of	 interrogation.	 BBS:	 broadband	 light	 source;	 OC:	 optical	
coupler;	Cir:	optical	circulator;	PD:	photodetector	
The	 detailed	 theoretical	 analysis	 is	 described	 as	 follows.	 The	
reflection	 spectrum	 of	 an	 FBG	 is	 approximately	 expressed	 by	 a	
Gaussian	profile:	













                                         (1) 
where	 R ,	 0 	and	  	are	the	peak	reflection,	center	wavelength	
and	 the	 half‐width	 (at	 1/e‐intensity	 point)	 of	 the	 FBG	 Gaussian	
profile,	 respectively.	 It	 is	 customary	 to	use	 the	 full	width	 at	 half	
maximum	(FWHM)	in	place	of	  ,	the	two	are	related	as		
=2 2 ln 2FWHM  																																																													 (2)	
The	spectral	profile	of	broadband	optical	source	is	sinusoidal,	as	
can	be	seen	in	Fig.	1(b).	For	a	limited	wavelength	range,	the	period	
of	 the	 sinusoidal	 spectrum	 can	 be	 considered	 constant,	 so	 the	
power	spectrum	of	the	optical	source	is	written	as:		







      
                             (3) 
where	 0S ,	 I ,	 I 	and	 V 	are	 the	 peak	 power,	 center	
wavelength,	period	and	 the	visibility	of	 the	 sinusoidal	 spectrum,	
respectively.	Therefore,	the	reflected	signal	power	from	the	FBG	is	
given	by:	
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Here,	 in	order	 to	obtain	 the	closed‐form	expression	of	 P ,	 the	
power	 spectrum	 density	 within	 the	 reflection	 band	 of	 FBG	 is	
considered	 to	 be	 uniform.	 This	 is	 a	 reasonable	 approximation	











 1B B p                                                           (5) 
where	 	is	 the	bend‐induced	strain,	 B 	is	 the	 initial	wavelength	
when	 no	 bending	 is	 applied	 on	 MCF,	 p 	denotes	 the	 effective	
photo‐elastic	 coefficient,	 which	 its	 value	 is	 around	 0.22	 in	 a	
standard	 optical	 fiber.	 Therefore,	 when	 the	 bending	 direction	
along	 the	 plane	 of	 two	 FBGs,	 the	 curvature	C 	can	 be	 easily	





                                                        (6) 
where	 1FBG 	and	 1FBG 	are	the	bending‐induced	strain	values	of	
the	 two	 cores	 inscribed	 FBG1	 and	 FBG2	 respectively,	 d is	 the	
distance	between	the	two	cores.		
In	 our	 experiment,	 a	 commercial	 seven‐core	 MCF	 from	
Fibercore	 Ltd.	 is	 used	 for	 the	 implementation	 of	 the	 curvature	
sensing.	The	MCF	has	a	cladding	diameter	of	125	µm	and	the	cores	
are	arranged	in	a	hexagonal	pattern	with	one	of	the	cores	in	the	


























In	 order	 to	 obtain	 a	BBS	with	 sinusoidal	 spectral	 response,	 a	
home‐made	photonic	crystal	 fiber	(PCF)	 interferometer	with	the	
characteristic	 of	 temperature	 insensitive	 and	 high	 stability	 is	
employed	[18].	The	PCF	interferometer	consists	of	a	short	piece	of	
PCF	longitudinally	spliced	between	two	standard	SMFs	(SMF‐28).	
A	 broadband	 amplified	 spontaneous	 emission	 (ASE)	 source	 in	
combination	 with	 a	 PCF	 interferometer	 is	 utilized	 to	 the	
generation	of	the	desired	BBS.	The	spectral	characteristic	of	BBS	is	
shown	in	Fig.3	(a).	It	can	be	seen	that	the	generated	spectrum	is	
fitted	 quite	well	 to	 ideal	 sine	 function,	 where	 the	 period	 of	 the	
sinusoidal	 spectrum	 is	 5.1nm.	 During	 the	 experiment,	 the	




Fig.3	 (b)	 shows	 the	measured	 reflection	 spectra	 of	 the	 three	
FBGs	inscribed	in	three	different	cores	at	the	same	position	along	
the	fiber	length.	The	center	wavelengths	of	the	three	FBGs	are	all	
located	 around	 the	 half‐power	 point	 of	 the	 input	 sinusoidal	
spectrum.	 FBG1	 and	 FBG2 written	 in	 the	 two	 outer	 cores	 have	
almost	 same	 FWHMs	 of	 0.2nm	 and	 the	 central	 wavelength	
difference	of	~0.1	nm.	Note	that	an	additional	FBG3	is	inscribed	in	
central	core,	 its	role	 is	 to	compensate	 temperature	or	externally	
applied	axial	strain	during	bending	steel	strip.	It	should	be	pointed	
out	 that	 the	proposed	 curvature	 interrogation	 scheme	holds	 for	
FBG	 with	 arbitrary	 central	 wavelength	 as	 long	 as	 the	 central	
wavelength	 of	 FBGs	 is	 not	 close	 to	 the	maximum	 or	minimum	
point	 of	 the	 sinusoidal	 spectrum,	 the	 feasibility	 of	 the	 proposed	
interrogation	method	is	almost	wavelength‐independent.		
 
Fig.4.	 	 (a)	 The	 retrieved	 center	 wavelength	 of	 two	 FBGs.	 (b)	 The	





power	 point	 of	 the	 input	 sinusoidal	 spectrum.	 The	 wavelength	
shift	 in	 each	 FBG	 shows	 a	 good	 agreement	 with	 a	 sinusoidal	
behavior.	The	black	circles	in	Fig.4	(a)	denote	the	initial	position	of	
the	 two	 FBGs.	 When	 the	 FBG	 locates	 at	 the	 outer	 side	 of	 the	






wavelength	 using	Eq.	 (4)	 and	 the	measured	 one	 by	OSA	 (Ando	









two	 FBGs.	 The	 inset	 of	 Fig.	 5	 shows	 the	 two	 different	 initial	
locations	 of	 the	 two	 FBGs	 with	 respect	 to	 the	 input	 sinusoidal	
spectrum.	The	 results	 indicate	 that	 there	 is	 an	 excellent	 linearly	
relationship	between	the	curvature	and	power	difference between	
two	 FBGs,	 regardless	 of	 the	 initial	 location	 of	 two	 FBGs.	 That	
means	even	if	the	input	sinusoidal	spectrum	drifts,	the	wavelength	
shifts	 of	 two	 FBGs	 can	 still	 be	 retrieved,	 thus	 the	 proposed	
curvature	interrogation	scheme	has	strong	capability	to	resist	the	
ambient	 changes,	 such	 as	 the	 fluctuation	 of	 temperature	 and	
polarization.	The	 curvature	 increases	with	 the	power	difference,	
and	the	bending	direction	can	be	distinguished	as	well	 from	the	







scheme	 and	 the	 conventional	 curvature	 interrogation	 method	 is	
carried	 out,	 as	 illustrated	 in	 Fig.6.	 cC 	and	 mC 	denote	 the	
curvature	 retrieved	 by	 our	 proposed	 FBG	 wavelength	
interrogation	scheme	and	the	conventional	measurement	method	
by	OSA,	respectively.	It	can	be	seen	that	the	maximum	curvature	
error	 is	 less	 than	 8%,	 the	 error	 can	 be	 further	 reduced	 by	





In	 summary,	 the	 analytical	 relationship	between	 the	 reflected	
power	 of	 FBG	 and	 the	 corresponding	 peak	 wavelength	 is	
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